What's in the Box? How to Assemble Skamper-Ramp"

* 1 ‘olded ramp with deck attzachment repe @lﬁ.mm the ends of the support braces to the wing taks using the provided rylon solts and nuts.

e t_h":""gh Hppar ol “_' : ; (Motice how diagram shows the l'-iIJ;!S over the braces with the nuts showing.
» 7 slastic stand-off, supporting wing strips [

* 1 sag of nylon nus and bolts,
w 3 lat washer disc itops, and
7 stainlzss steel Dring clips.

What's notin the Box?

Because we're not aware of the nature
of your poeol deck, to which Skamper-Rarp® TAR \
will be attached (solid or hollow), w2 have not FIGURE 1 N, @
included tho screws or balts to attach the cnc osed B
D-ring clips to your deck.We do however suggest;

@ Aty veinened | e wl Lisues e Bl U TG
e pronded rilen bolts and nuts

Chetk deck artachmer rape threading for best fi foryourponl coping
eoie- mther shove it ) or Deow e Samper hgo.

vet

How to Install Skamper-Ramp”® or Skamper-Ramp” B/ DG

Detarmine where you want Shamper-8amp®  to hang in your pool. Ideally, find a spot visible from all “in the
waler aspect: ol your pool, where deck tratlic and activity is minimal. Dl 2 holes in the deck approximately 3

For a poured stone or otherselid docks

Lse 2- 1 1/4" #14 stainless steel pan-head screws
mounted into 2 correspondingly sized lead

anckors. inches fram the poal adoe and & inches apart. If wou have a solid deck, the hnes ddlled shoanld accommadate
lead anchors pounded into tha holes suitably sized to hold 1 1/4" %14 stainless steel pan-head screws. Thesa

For wood, metal or other hollow screws will attach the provided D-ring clips to your deck If you have a hellow deck  your drilled holes should

(underneath) dacks accammadate 2 pas-heeded stainless stael bolts used to secure the provided D-ring clips to your ceck.

Use 2 appropriste length stainless steel threaded  Remember toinclude 3/4" stanlesswashers and lock washers undemeath your deck onthese securing bolts,
baolts. We recommend using 3/4" stainless steal When you have attached both D-ring clips to vour deck, proceed to tie-off  Stomper-fgmg®  sothe top ecge of

washers below the decking material with an the ramg Is approximatey 3 irches below the deck level To attach Stamper-Ramg” , put the rope ends thraugh
additional stainless steel ock "‘"'Eﬁ_hfr betweer the D-rings and “pull anc posidon” the ramp 1o the recommended level. You then thread the disc stops Jp to
the bottom washer and the securing bol-. the D-ring openings and put simple knots behind each of the discs as shownin FIGURE 3. Shampe-Ramp*

should daflectinto the the water approximately 30degrees to the waters sur‘ace. For reference, straight down

would be 90 degrees, Apoly afirm downward pressure te the -amp when positioning toinsurz thefinal angle

*.ﬂnw-.hp"' provide: am exit route lor
anirals up 1o approximataly 45 lbs, For larger

animals, up to 90 [bs., Somperfmmp’ 5% M serves Yourramp s now installec. FIGURE3 SIDEVIEW OF ROFE D-FIMNG ATTACHMENT
as a1 exit ramp. To attach B Dy Edendir (iF you Keepin mnd that Shambe-Same ar _"ﬁrscsmr

have purchased a & Ber ramp) see the can I:-_r-_- j'ﬂrpped--;:ru:" af the poo w!ﬁen the prig e _"_IJ.-IEIP!'E e
supplemental assembly sheet, after you have poolis in use, Just remember to flip it back T DECK S

completed the follawing assembly instructions,  "te the peol after the swim. g,



